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Der Blackliner besitzt eine pigmentierte, dokumentenechte 
Tinte die nicht nur wasser- und chemikalienbeständig, sondern  
auch ausbleichsicher ist. Dank der EG-Öko-Audit EMAS-
Zertifizierung (weltweit anspruchsvollste Verordnung) der 
Schneider Schreibgeräte GmbH, sowie zahlreichen Produkt-
tests, unterliegen die Blackliner einer stetigen Qualitätskon-
trolle. Somit lassen sich folgende Angaben zur Ergiebigkeit 
der Tinte machen: Laufweite bis zu 2000 Meter*.

The blackliner has a fade-resistant, archival ink that is not 
only pigmented, but also resistant to water and chemicals. 
Due to the EC Eco-Audit Ordinance (worldwide the most 
ambitious regulation) of Schneider Schreibgeräte GmbH as 
well as several product tests, the blackliners are subject to 
regular quality inspections. As a result, the following infor-
mation about productiveness can be indicated: writing 
length up to 2000 meters*.

∙  Wasserbasis
∙  pigmentierte, dokumentenechte Tinte
∙  deckend
∙  permanent
∙  wasser- und chemikalienbeständig
∙  ausbleichsicher
∙  schnelltrocknend
∙  für Anwendungen im Innenbereich
∙  geruchsneutral
∙  1 Farbton: schwarz
∙  metallgefasste Spitzen von 0.05 – 1 mm, Chisel, Round, Brush
∙  für feine und exakte Linien
∙  ideal für Outlines, Schablonen und Skizzen
∙  „Cap Off“ ohne auszutrocknen 90 – 180 Minuten**
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∙  water-based
∙  pigmented archival ink
∙  opaque
∙  permanent
∙  resistant to water and chemicals
∙  fade-resistant
∙  quick-drying
∙  for indoor use
∙  ordorless
∙  1 color shade: black
∙  metal-encased tips from 0.05 – 1 mm, Chisel, Round, Brush
∙  for fine and exact lines
∙  ideal for outlines, stencils and sketches
∙  “Cap Off” without drying out 90 – 180 minutes**

Perfekt zum präzisen Skizzieren 
Perfect for precise sketching 

** stroke width 1.0 = 30 minutes** Strichstärke 1.0 = 30 Minuten
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PIGMENTED ARCHIVAL INK
WATER AND CHEMICAL RESISTANT

BLACKLINER  
   MADE IN GERMANY

www.molotow.com

Complete Set 
11 markers

200.485

Set 2 
0.3, 0.5, 0.7,  
1.0 mm

200.487

Set 1 
0.05, 0.1, 0.2,  
0.4 mm

200.486

Händlerstempel ∙ dealer stamp Issue 05/19
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